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Page Erratum 

  
105 Example 6-AA IAQ Procedure, Single-Zone System. Revise Example 6-AA as shown below. 

 
… 
N = generation rate of formaldehyde = A × [37.5 µg/( h·m²)] [V 

= 260,000 ft³ (7362 m³)] 
= (1858 m²)(37.5 µg/[h·m²]) 
= 69675 69677 µg/h 

… 
SPACE CONTAMINANT CONCENTRATION RESULTS FOR ALL 
CONTAMINANTS OF CONCERN 
 

Contaminant Concentration Limit 
(µg/m3) 

Air Cleaning 
Efficiency, Ef 

Concentration Value, Cbz 
(µg/m3) % Design Limit 

Acetaldehyde 140 0.45 15.816.4 11%12% 
Acetone 1200 0.45 35.036.8 3% 
Benzene 3 0.80 0.92.6 28%88% 
Dichloromethane 400 0.55 1.01.4 0% 
Formaldehyde 33 0.60 30.732.1 93%97% 
Naphthalene 9 0.55 0.92.1 10%23% 
Phenol 10 0.55 5.86.7 58%67% 
Tetrachloroethylene 35 0.55 1.32.8 4%8% 
Toluene 300 0.80 104.2106.1 35% 
1,1,1-trichloroethane 1000 0.55 0.1 0% 

 

  
 
 
 

 
 


	Erratum

